C&DH MDM N1-2 DETECTED RT FAIL MDM N1-1 - PMA 1

CAUTION

ALARM @

MCC may dump all
or part of MDM

_ Memory to
Mge,\t/le(’;ltle;jzRT il 1 | ¢RPCM Status determine source of
| .
MDM N1-1 - PCS Node 1: EPS the failure.
PMA 1 Nodel: EPS

-CRPCM N1RS1 A
Active - Blue Button

Nominal Config: Is RPCM active? NO; 2
NL-2 Primary ves Goto FGB RACU 6
N1-1 Secondar '
y A POWER LOSS (SODF:
3 | GNode 1 MDM N1-1 EPS).
power

PCS Node 1: C&DH: MDM
N1-1

Secondary NCS
MDM Node 1

-ORPCM_N1RS1_A’'11-Cl

No
Is RPC closed? » 4 |
Yes - Goto 2ARPC TRIP OR
POWER LOSS (SODF:
EPS).

From FGB RACU 6 POWER
LOSS (SODF: EPS).

A

5 | Check Auto Retry
Status

PCS Node 1: C&DH: MDM
N1-2

|Primary NCS MDM
Node 1

- sel MDM Utilities
Primary_NCS_
MDM_ Utilities
-OAuto Retry Inhibit - Blank
(enabled)

Yes
Is Auto Retry enabled? —» 16
No

v @

6 | MCC Data Dump.

- Inform MCC, go for data
dump.

On MCC GO, continue.
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7 | Reset RT Command.

PCS Node 1: C&DH: MDM N1-2
[Primary NCS MDM Node 1 |
- sel Transmit Mode Code

[Transmit Mode Code |
- sel Primary MDM Xmit Mode Code
Commands

[PRIME NCS Xmit Mode Code |
- cmd Reset Remote Terminal tmplt
- EnterBusld=2

RT Address = 6 Execute

PCS Node 1: CDH: N1-2
[Secondary NCS MDM Node 1 |
-CFrame Count incrementing

Is Frame Count incrementing?

Yes ﬂ

¢No

PCS Node 1: C&DH: MDM

9 | Reset MDM N1-1

N1-1

PCS Node 1: C&DH: MDM N1-2
[Primary NCS MDM Node 1 |

- sel MDM Utilities

- sel Commands

Secondary NCS
MDM Node 1
-OMDM Major State: State -
Secondary

Is MDM Major State

Prim MDM Utilities
- c¢cmd N1_1_MDM_Re_Init MDM_
EEPROM Execute

Secondary?

No

PCS Node 1: CDH: N1-2
[Secondary NCS MDM Node 1 |
-CFrame Count incrementing

Is Frame Count incrementing?

Yes

No

10 | Power Cycle N1_1 MDM

PCS Node 1: C&DH: MDM N1-1
[Secondary NCS MDM Node 1 |
‘RPCM N1RS1 A’

- selRPC 11

- sel Commands

[RPCM N1RS1 A RPC 11]
- cmd Open Execute
-CPosition - Op
- cmd Close Execute
-CPosition - Cl
- Wait 1 minute
-CFrame Count incrementing

ey ]

Is Frame Count incrementing?

Yes

11 | Command N1-1 to Secondary

No

- Perform TRANSITION N1-1 TO
SECONDARY FROM OFF/
DIAGNOSTIC/STANDBY WHILE
N1-2 IS PRIMARY

Secondary NCS MDM Node 1 |

Is MDM Major State: State -
Secondary ?

Yes

No
A
12 | Node 1 MDM N1-1 13
failure. |- émec
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©

Auto Retry will

n power cycle MDM
N1-1 and command
it to secondary.

14 | Transient RT 1553
interface failure.

5]

- Continue normal
operations.

@

16 | Wait for Redundancy
Management

- Wait 5 minutes for
Redundancy Management

Software
to complete.
PCS Node 1: C&DH:
MDM N1-2
Secondary NCS
MDM Node 1
Are the following true? 17 | Reset Auto Retry
Frame Count - Yes Counter.
incrementing ,'MDM Major " On MCC GO
State’ State - Secondary PCS Node 1: C&DH: MDM
No N1-2
ﬂ MDM Node 1
_aMCC - sel MDM Utilities

sel Commands

cmd Prim_NCS_Rset_
NCS_Retry_ Cntr
Execute
- Continue normal
operations.

A

19 | Transient Node 1
MDM N1-1 failure.
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